
Product Description 

Fatranyl-L is a coated metal, which is reversible zinc coated steel sheet. It is treated with a layer of 
PVP-P film being stabilised to weathering influences and UV radiation. The back metal plate is 
treated with a coating varnish. 

Usage 

Fatranyl-L is identified for: 
- Line anchorage and peripheral finishing elements of waterproofing coats on the base of PVP-P 

films. 
- Sheet metal elements of sheet metal lining of roofs, terraces, balcony, ledges, window sills, 

parapets etc 

Application 

Processing of Fatranyl-L (cutting,bending, moulding etc) is similar such processing of the metal plate 
itself (non-laminated) but being different due to not being able to laminate them by means of 
common sheet metal joints (with overlap, overlap with soldering, overlap with inserted sealing, with 
insert or fillets). Jointing or connecting is possible for a joint with a joint gap or folding followed by 
overlapping them.  

Fatranyl-L coated metals can be welded with hot-air welding apparatus together with all Fatrafol 
PVC-P based waterproofing systems.  

Product Data 

Fatranyl-L coated metal sheets fulfils requirements of the standard EN 14783
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Dimensions: 
*) Tolerance of nominal metal plate thickness is according to the EN 10143 Standard 

- Fatranyl-L is delivered in sheets as a standard (c. of 10.5kg/sheet) 
- The coated metal is delivered in coils under marking of Fatranyl-LS (c. 170kg/coil of 30m) 
- The moulded profiles, shapes and dimensions are identified within the Constructions and 

Technology Regulations of the Fatrafol systems 

Colour 

Fatranyl-L is produced in a basic colour of the upper layer of light grey RAL 7040 and in colour variants 
of dark grey RAL 7012, green RAL 6000, red RAL 3016, blue RAL 5015, copper brown RAL 8004, white 
grey RAL 7047, white RAL 9010 and silver grey RAL 7001. 

Transport & Storage 

The sheets of Fatranyl-L coated metal are laid according to standard on a wooden pallet in an amount 
of 50 pcs which are fixed with a steel tape and packing PE-film. 

The coils are delivered individually in an amount by 4 pcs on a pallet. 

It is recommended to protect it from weathering influences till the processing time.
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Technical Parameters 
Safety Instruction 

Scrap disposal - Fatranyl-L must be disposed conformable with valid legal regulations 

Fatranyl-L can be recycled as a metal waste 

Safety at Work Health Protection - It is necessary to keep all safety, hygienic and fire regulations valid 
in the time of practice with coated metal sheets 
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